Note: This fowchart is intended to assist applicants in understanding town’s
processes. The information contained herein is in an abbreviated format and
is not to be interpreted as a substitute for procedural requirements described
in the Town of Buena Vista Municipal Code

Pre Application

Meeting with Airport Manager to talk about development plans

Airport Design Review Committee: (e-2033/18-205)

Following submittal of plans revised during preliminary review by the
Airport Manager, the DRC will review, as soon as possible but no more
than thirty (30) days from the date of revised submittal, and approve or
deny the application.

All applications will be evaluated based upon the Airport Hangar
Construction and Design Standards and comments/recommendations of
the Airport Engineer.

The following are the design standards for all construction at the Buena
Vista Municipal Airport:

(1) Exterior.

a. All exterior surfaces shall be of prefinished aluminum, steel, decorative
masonry or precolored laminate. No painted wood, unfinished
materials or excessive glass walls will be permitted. No
damaged materials will be allowed.

b. All exterior colors and materials shall be of neutral tones and colors and
must be submitted for review and approval by the DRC.

c.The front, rear and all sides of all buildings shall be of compatible
design and aesthetics.

d. All roofs shall be metal or cement tile and match the exterior type.

e. Building materials shall not cause glare or reflections that will interfere
with flight operations, airport operations or ground circulation.

f. All new construction shall be of high quality and utilize material and
finishes which will have a minimum twenty-year warranty.

(2) Floor construction. All floors must be constructed of concrete.
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Airport Applicant would like to: ns-252)

(1) New hangar construction.
(2) Additions, remodeling or structural alterations.
3) Demolition of hangars.

(4) Boring under or open cutting of leasehold driveways, taxi lanes or )

access roads.
(5) New or replacement water and sanitary sewer services.

Submittal Requirements: (-0

The tenant shall submit five (5) copies of a plan for construction.
The plan shall include:

1) a written description of the proposed development

2) site plans

3) structural plans

4) material specifications
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Outdoor signs, permanent or temporary, and replacement signs.

Fencing.

5) an estimated time frame for completion.

6) FAA approval via form 7460-1 (18-293.4)

Reroofing.

Filling, grading or excavation on leasehold property.

Drawings shall be twenty-two (22) inches by thirty-four (34) inches

unless previously approved by the DRC.
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(3) Doors. Bi-fold doors are recommended because of their ease of operation.

Approved swing-out, overhead or sliding doors may also be used. All
pedestrian doors must be of prefinished metal or fiberglass construction
in metal jambs. No wood doors or jambs will be permitted on exterior
access areas. The minimum width of any pedestrian door shall be no less
than thirty-six (36) inches except doors embedded in bi-fold doors.

(4) Grading. Grading must be designed with consideration given to the existing

drainage of the building area. No site will be developed and no use
permitted that will result in water runoff causing ponding, flooding,
erosion or deposit of minerals on adjacent property. Drainage shall not
negatively impact adjacent properties and shall flow into the airport's
natural or developed drainage. Drainage from roofs shall not cause
erosion or affect adjacent properties. Plan submittal shall include a
drainage plan that will require review and approval of the DRC.

(5) Sanitary sewer and water connections.
a. If tenants choose to have sanitary sewer and water available at their hangar, they

must connect to available sanitary sewer and water system.

b. Tenants who connect to the public sanitary sewer and water system are

responsible for all costs associated with the installation and maintenance
of their connection from the utility lateral line to their hangar.

(6) Exterior lighting. Lighting shall be shielded to prevent discharge of illumination,

light scatter or source glare above a horizontal plane and to eliminate
glare for aircraft pilots. Lighting shall also be mounted to minimize glare
to pilots of aircraft and personnel on surrounding taxiways, taxi lanes and
aprons. Plan submittal shall include exterior lighting information.
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(7) Landscaping. For commercial hangars where water
is available and landscaping is desired, a
landscaping plan is required with the final
plan submittal for review and approval by
the DRC, Town Water Department and other
appropriate referral agents (i.e., Airport
Engineer). No trees, berry-producing shrubs
or other vegetation that provides cover and
reproductive habitat for wildlife shall be
allowed. Any grasses planted are the
responsibility of the tenant to keep mowed
and trimmed so as to minimize the provision
of cover and concealment for wildlife.\

(8) Signage. Except as modified by the provisions that
follow, signs at the airport shall comply with the
applicable Town Sign Code, Section 16-242 of this
Code.

a. Signs, if installed, shall be installed at a height visible
to taxiing pilots.

b. llluminated signs shall be backlit, not by floodlight,
and approved as a special use as required by
Subsection 16-242(h) of this Code.

¢. Signs may be mounted on the side of a building or
over doors.

d. Signs must conform to the Town code for signage in
I-1 zoning districts.

e. All buildings shall post occupant identification and
emergency contact information.

Permit Procedu re: (18-203.3/18-294) 3) Contractor's comprehensive general liability insurance and

1) Upon complete approval of the final plan
package by the DRC, the Airport Manager will
send an approval letter to the tenant and the
Planning Department. This letter is required
prior to issuance of construction permits.

2) Complete Building permit application.

automobile liability insurance policies in an amount not less than
seven hundred fifty thousand dollars ($750,000.00) for injuries,
including accidental death, to any one (1) person and subject to the
same limit for each person, and in an amount of not less than one
million five hundred thousand dollars ($1,500,000.00) on account of
one (1) occurrence. Contractor's property damage liability insurance
shall be in an amount of not less than five hundred thousand dollars
($500,000.00).

4) Property insurance upon the entire work at the site
to the full insurable value thereof. This insurance shall
include the interest of the lessee, the contractor and
subcontractors in the work, shall insure against perils
of fire and extended coverage and shall include an
“all risk" insurance for physical loss or damage,
including, without duplication of coverage, theft,
vandalism and malicious mischief.

5) A performance, material and labor payment bond
payable to the Town in an amount equal to

the entire cost of the project. A one-year
maintenance bond equal to ten percent (10%) of the
amount of the performance, material and labor
payment bond shall be required upon substantial
completion of the work.








































































